SENNING

Advanced Packaging Technology

Napkin Wrapping Machine SE 662:
Fully Automatic and Highly Cost-Effective
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Single Stack Wrapping:
Top Quality, Rapid, Efficient, Economical

The SE 662 tissue wrapping machine delivers highly economical, fully
automatic, single stack wrapping: by wrapping e.g. (lunch, dinner, cocktail)
napkins, facial tissues or towels rapidly and securely in printed or
unprinted film or paper, as required.

Guaranteed production speed: up to 60 packs per minute!

Clean Design:
Clear Intelligent Solutions

The robust SE 662, with its clean design, satisfies the most demanding
requirements regarding economy, availability and efficiency:

Grouping of control elements

Control cabinet integrated into the machine frame
Minimal maintenance requirement

Optimum accessibility for operation

Variation of the infeed chain possible

Variation of the packet discharge possible

Latest safety technology, category 3

Elau control C400

C€ Declaration of conformity
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User-Friendly
and Reliable

The machine is easy to operate by just one person operating the SIEMENS
Touch Panel. Password-protected user levels provide clearly defined

user levels. The program parameters of the various formats can be called up
at any time.

A malfunction message indication allows the operator to eliminate any
errors quickly and securely. Help functions facilitate the pictogram-guided
menu selection.

Clever Details, including:

Set of format parts according to choice

Infeed chain from the left or the right hand side
Touch screen panel

Rapid film replacement system

Operation “no stack - no film”

Print mark reader

The automatic napkin wrapping machine SE 662 impresses by long-term
functional reliability and maximum efficiency — of course, developed by
SENNING, the leading construction company for tissue wrapping machines.
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The Automatic

Napkin Wrapping Machine SE 662:
Performance Through Technology

Guaranteed performance: Packs/minute

Roll dimensions
Max. roll diameter
Max. roll width
Core diameter

Wrapping material
Polyethylene PE
Polypropylene OPP
Polypropylene PP
Cellophane

Product sizes
Packet length
Packet width

Packet height

Version

Average machine consumption
Consumption of air

Weight

Options:

up to 60

500 mm
370 mm
76 mm

30 um and above
22 ym and above
25 um and above

120-220 mm
120-220 mm
15-120 mm

Infeed chain left or right hand side
approx. 8 KVA
approx. 200 NL/min.

approx. 2200 kg

Automatic transfer from a preceding folding machine

Special perforation

Discharge table to turn the packs upright

Barcode printer

Extension of the feeder chain
Cardboard feeder

Barcode reader

Labelling unit
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We reserve the right to make changes in design.

Phone: +49421.69462-0
Fax:  +49421.640965
E-Mail: info@senning.de
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